From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: MODSTEPH@ACS.EKU.EDU
Subject: "It takes a Woman" -- re: dymo tapes
Message-ID: <01I9DCKHLY2G00556V@ACS.EKU.EDU>

     Having decided from suggestions from y'all to use heat,
I mentioned to my wife (the "arts & crafts" person here) what I was
wanting to do ( remove dymo tape labels from face of the old Viking II).
She said "Use heat."  I told her of my idea - use an iron on low,
put a cloth between the tapes and the iron to prevent tapes from melting 
and sticking to iron, and she said on word: "Hairdryer."

     Well, whattaya know!  It worked just fine and I successfully
removed nine long dymo tapes which have been on a LONG time.  They
were names and Army MARS calls.  When was the last time Army MARS
used AM?  Or for that matter, the one label listing the call and
full name with the designation "CW!"  Now when was THAT!

     In a way I felt a bit bad about removing these bits of history,
going back to a time when MARS used both AM and CW...

     Anyway, the tapes are off and I can now try some of the recommended 
preparations to remove the last of the dymo tape adhesive which is
still adhesing... ;)

     Thanks to all who made suggestions for taking care of the problem.
I really appreciate it!
     73,  Al  N5AIT
   modsteph@acs.eku.edu
   Allan Stephens
   Richmond, Kentucky



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com>
Subject: Re: "It takes a Woman" -- re: dymo tapes
Message-ID: <199609120546.AAA15595@dlep1.itg.ti.com>

At 10:49 PM 9/11/96 -0500, you wrote:
>
>     In a way I felt a bit bad about removing these bits of history,
>going back to a time when MARS used both AM and CW...


Hi Al,

Yep, it is sometimes a shame to remove the dymo labels.  There's one dymo
label, on the power supply for an Eico 753 I've got, which is the call of
the kit builder. I couldn't bring myself to remove it!

I'm obviously not a purist.  I believe that each piece of equipment comes
with its own unique bit of history and that history often is just as
interesting as the equipment itself.


Regards,
Bill Sorsby, N5BU       bill.sorsby@dlep1.itg.ti.com
Grapevine, TX 76051



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Matt Jodziewicz <mattj@orausa.com>
Subject: 180S1 Manual needed
Message-ID: <01BBA0CC.79EF0260@mattj.orausa.com>

At the TRW swap meet this month a Collins 180S1 antenna tuner came 
my way as the owner took the front knobs off and couldn't figure how
to get them back on.  In disgust he threw it my way and I grabbed and
ran.  So....can anybody help out with a manual or a schematic for this
orphan?  The knobs and "stuff" are all there but it is like a Chinese
puzzle!!!  Any help would be appreciated.  

	Matt WB2VZS



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Steve Ellington <n4lq@iglou.com>
Subject: 32V3  Thanks and more
Message-ID: <Pine.GSO.3.93.960911224526.28210A-100000@iglou1>

I received overwhelming help on the 32v's mic connector. Thanks to all.
Now to find that 110v screw in piolet light! 

Also, has anyone ever tried to replace the silica jell on the pto? 

Steve Ellington N4LQ@IGLOU.COM  Louisville, Ky 



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: 32V3  Thanks and more
Message-ID: <Pine.ULT.3.95.960912082411.1600A-100000@admin.aurora.edu>

On Wed, 11 Sep 1996, Steve Ellington wrote:

> I received overwhelming help on the 32v's mic connector. Thanks to all.
> Now to find that 110v screw in piolet light! 

Check your local hardware stores or lighting stores for that bulb. It's
not all that uncommon.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
Subject: Re: 32V3 Microphone connector?
Message-ID: <Pine.A32.3.91.960911220911.31866A-100000@ppdu.nrl.navy.mil>



On Wed, 11 Sep 1996, Steve Ellington wrote:

> My 32V3 seems to have the original Mic connector, 2 pins with screw-on
> ring. I need the plug. Can someone help me identify this connector and
> point me to a supplier? 
> 
> Steve N4LQ@igLou.com
> 

Steve,
  The microphone connector is either a male cable plug Amphenol Number
80-MC2M or a female cable plug Amphenal Number 80-MC2F1.  These are 
available from Wire Pro, Inc. (Phone  609-935-7601) who bought out Amphenol.
Wire Pro, Inc. products are distributed by Electronic Connector Corp.
6332 South Central Ave, Chicago, IL  60638, Phone 312-767-2200 or by
Allied Electronics, Inc., Phone: 1-800-433-5700.  The connectors sell
for about $10 each in the Allied catelog.  Old connectors are expensive 
when bought through retail supply houses.
Good Luck, Paul Bernhardt, KF4FOR


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Garey Barrell, K4OAH" <75025.73@CompuServe.COM>
Subject: Re: 4H4-C Toobs
Message-ID: <960912141758_75025.73_FHD37-1@CompuServe.COM>

I ran quite a few tests on the 4H4-C circuit
in the NC-300 earlier this year.  Can't find them in
my outgoing mail, so guess I deleted them.

Actually, the recommendation for the 6V6 was in the
owners manual for the NC-300!  The 6V6 acts as a 
dropping resistor with "some" positive TC.  National 
originally recommended using a 6V6 only until you 
could purchase a 4H4-C from them or on "special order 
from your local distributor," since they were not 
readily available even back then.  In my experiments 
with the NC-300 the 6V6 was only slightly better than 
a series resistor in the actual voltage stabilizing 
task.  The tube is, however, a very convenient resistor 
already mounted in a properly wired plug.  National 
also recommended the addition of a 2.2 ohm One watt 
series resistor wired under the chassis to further 
reduce the voltage / failure rate of the 4H4-C's.  I
don't recall the voltage I measured across the 6 volt
tubes in the NC-300, but it was 7-8 volts before the
extra resistor was added.  I think I actually ended up
putting in a 3.3 ohm resistor to get it down to 6 volts.
Probably exacerbated by the 122 VAC line voltage here.

National Bulletin Number FSN-31, Dated March 8, 1956,

"Due to the variation in the characteristics and the 
resultant unreliability of the 4H4C current regulator
tube in the NC-300 and the HRO-60..." advised the 
installation of a 2.2 ohm One watt WW series resistor 
in both the NC-300 and the HRO-60.


Bulletin Number FSN-41, Dated November 23, 1956, threw
in the towel and stated:

"In instances where the 4H4C current regulator tube 
repeatedly fails, our Engineering Department recommends
that the customer discard the 4H4C altogether and replace
it with a 6V6GT previously recommended as a temporary 
substitute.
The additional drift caused by this substitution will not 
exceed 250 to 300 cycles at 29 Megacycles, which is 
negligible."

73, Garey - K4OAH
75025.73@compuserve.com
Atlanta



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Glenn Finerman <GFINER@nms.com>
Subject: 75A-3 dial drive
Message-ID: <s237e2c8.017@nms.com>


Paul commented;
> I looked at both my rx's this morning....They are different.  The
>A-3 has quite the prominent brass-coloured plate behind the knob while
>the J-4 has nothing; the shaft runs from the J-4's knob directly into the
>front panel and into a brass-coloured race. 
        
Rick KI5SL commented;
>I'm pretty sure that the two parts are the same or at least 
>interchangeable....(snip)
>What I have done on my 51J-4 and one of my A-3's is to cut an 1/8" 
>thick  phenolic or plastic ring large enough to mount on 1/4" standoff 
>spacers which screws go thru holding the ring to the original bearing 
>bracket mounting holes in the face of the radio...(snip)

Does this bracket actually have bearings or does it just guide the
tuning shaft through the front panel?? I see a brass-coloured race
like Paul mentioned above, but no bracket...just two threaded holes
on the front panel on either side of the tuning shaft hole.
Actually, Rick gave me a great Idea! I'll replace that bent shaft with
a jackson Bros reduction drive!!....but will Still need that front panel
bracket!!!

73....Glenn     N2BJG    GFINER@NMS.COM







From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: "Rick Blank" <rblank@legend.txdirect.net>
Subject: 75A-3 PTO bearing brackets and reduction drives
Message-ID: <199609120016.TAA27134@legend.txdirect.net>

> Help!...On a 75A-3, can anyone tell me if the main tuning knob and the
> bracket behind the knob that guides the tuning shaft through the front
> panel are the same for 51J-3/51J-4 as for the 75A-3?
> Since this bracket/plate is missing from my 75A-3, I'm not sure if it's just a
> plate with holes or if it has some sort of bearings for the tuning shaft.
> If it's the same, Fair may have some parts from the 51J leftover.
> I think the shaft is also bent - needs replacing..
> 
> Thanks Firebottle burners....
> 
> 73.......Glenn......N2BJG       gfiner@nms.com
> 
> 
I'm pretty sure that the two parts are the same or at least 
interchangeable....but I did something totally different....I did 
this a couple of years ago to a couple of Collins rigs around here:

What I have done on my 51J-4 and one of my A-3's is to cut an 1/8" 
thick  phenolic or plastic ring large enough to mount on 1/4" standoff 
spacers which screws go thru holding the ring to the original bearing 
bracket mounting holes in the face of the radio.

I use this as a mount for a Jackson Brothers ball drive.....on the "high 
speed" section of the ball drive I use the back knob from the old CB 
Siltronics type VFO's (these are much like the Swan 350, 500, 750 
series aluminum knobs and are the same as the 600-R & -T models and 
are about 3" in diameter).  On the 1/4" shaft I use an original 
knob that I have turned about 1/16" off the flange to make it match 
the "step down" of the aluminum knob.

This gives a great 2-speed drive ability to these old rigs, fits in 
nicely size-wise (when done properly it looks like it belongs) and 
is, in my opinion, much, much better than the 75A-4's vernier drive 
assembly....yep, I just twisted the A-4's and the J-4's and I much 
prefer the feel of the J-4's setup....plus, the reduction rate is 
greater for easier CW and SSB tuning, yet, with the high-speed 
ability, you can get from one end of the band segment to the other 
without a lot of knob cranking, in fact, the knob I use on the J-4 
doesn't have a crank on it at all...You can usually buy most all 
the parts necessary when you buy one of the CB VFO's for about 10 to 
20 percent of what a Collins reduction knob assembly goes for 
today....keep an eye out for these junky old VFO's and their knobs at 
swapfests.

This modification is totally reversible with no after effects on the 
radios (on the J-4 I did have to unscrew a little shaft extension 
that fits on the PTO input shaft to lengthen it a bit, but on the A-3 
I just used spacers that were long enough to give the right clearance 
for the ball drive to fit.

Hopefully this will get thru, I have had a myriad of mailer problems 
lately and have lost many e-mail pieces to some kind of gremlin that 
has popped up here in this computer..

CUL and good luck.

Rick Blank, KI5SL				rblank@txdirect.net
2223 Blanco Road				KI5SL@K3WGF.STX.USA.NOAM
San Antonio, Texas 78212		        AMSAT NA#26195


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "Richard L. Duell" <rduell@iac.net>
Subject: 75A2 Variants?
Message-ID: <2.2.32.19960913014813.0075c81c@iac.net>

I was lucky enough to pick up a very clean 75A2 today (sans manual).
When I got it home and started checking it out, I found the tube
lineup was not the same as specified in the manual I already had.  In
fact, the pictures of the chassis don't even match.

Question for the Collins guys...were there two (or more) 75A2 designs?
One of the differences is the rf amp.  The physical unit has a 6AK5.  The
manual shows a 6CB6.  There are several other differences, but I won't bore
you with the details.

The PTO has a serial # of C995.  The manual has a pub date of 6/21/1952.

What's the deal?  An inquiring mind wants to know.

73, Rich - W5VDU
Somerville, OH

**********************************************************************
"Don't look back. Something may be gaining on you."  - Satchel Paige -




From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: dlr13@psu.edu (Doug Ripka)
Subject: 7722 tubes-what are they?
Message-ID: <199609121142.LAA17820@r05n01.cac.psu.edu>

Hi all,

I have some 7722/E280F (not sure about the last part) tubes that are pulls from
some microwave equipment.  They are 9 pin miniature tubes with gold plated 
pins.  I'd like to know if anyone out there knows what they are, and can
tell me 
what the pinout/specs are on this tube.  Out of gratitude, I'll send the
first respondent
2 or 3 of these at my expense, assuming they are worth anything to anyone.

Thanks, 

Doug
Doug Ripka (dlr13@psu.edu)
KA3TTQ




From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Engbert Oord <engbert.oord@jet.uk>
Subject: Re: 7722 tubes-what are they?
Message-ID: <9609121507.AA25461@jet.uk>

At 06:43 AM 12/09/96 -0500, you wrote:
>Hi all,
>
>I have some 7722/E280F (not sure about the last part) tubes that are pulls from
>some microwave equipment.  They are 9 pin miniature tubes with gold plated 
>pins

Hello

E280F is the european name of the tube, the F designates a penthode.
The E indicates a 6.3 V heater.
Usually european tubes have the digits at the end eg ECC83. The variant
with the digits after the first letter eg E88CC indicates that this is
higher spec tube, hence the gold plated pins.

Now for the pinout :
pin 1 = cathode
pin 2 = g1-grid
pin 3 = cathode
pin 4 = heater
pin 5 = heater
pin 6 = nc
pin 7 = anode
pin 8 = g3
pin 9 = g2-screen  

Heater Voltage : 6.3 V, current 0.32 A
Maxima
Va  = 220 V
Vg2 = 180 V       (screen)
Vg1 = 0 --> -50 V (  grid) 
Ik  = 30mA

Normal 
Va  = 190 V
Vg2 = 190 V 
Ia  =  10 - 20 mA
Ig2 = 2.8 -  4 mA 

S   = 19 - 26 mA/V !!!!
u   = 60
Ri  = 130 kOhm

Quite a tube .

Greetings
-------------------------------------------------------------------------------
Engbert Oord , G7THB
JET Joint European Torus, Culham ,UK 
Email : eo@jet.uk or engbert.oord@jet.uk
-------------------------------------------------------------------------------



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "michael d. ferraro" <ferraro@ix.netcom.com>
Subject: re: 8 mfd @ 3kv Cap: thanks to all
Message-ID: <199609122203.PAA03952@dfw-ix7.ix.netcom.com>

Thanks to all that responded and looked in their "Junk Boxes"
Joe: K3ICO had one that can be adapted and he is bringing it over to
my house this Sunday.......what a deal !!!

73's de K6ZSR  " Mike in Montecito "




Error: Keyboard not connected....Press F10 to continue


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "John E. Vercellino" <104204.2650@compuserve.com>
Subject: Advice on monitor scopes
Message-ID: <199609121728_MC1-973-A2E4@compuserve.com>

I'm interested in purchasing a monitor scope, such as the SB-610, HO-10,
etc.  Would you BAites which know about these things send me some advice as
to what I should be looking for, fair prices, problem areas or parts?

Thanks! 73, John        WB9OVV


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: w5tvw1@juno.com (Elliot "Sandy" V Blaize, Jr.)
Subject: Re: Advice on monitor scopes
Message-ID: <19960912.190528.7887.0.w5tvw1@juno.com>

	Problem areas for the HO-10 and SB-610 are pretty much the same: 
Bad power transformers.  They are extremely had to get onless you buy a
junker with a good one.  There are a lot of units that are "junkers" just
because the transformer has gone out!  The tubular caps in the high
voltage section that powers the CRT anodes like to go out as well (C-605
and C-606 in the SB-610)  These are oddball values nowadays, but cam be
"made up" with .05 mf 630 volt mylars in parallel/series combinations.
	If you are buying one, make sure you see some kind of trace on
it!  If the owner says the "high voltage filter caps are bad" make sure
it's the caps and NOT the transformer!  This transformer is NOT readily
replaced without a BIG hassle and/or external partshanging on external
brackets etc.
	Caveat emptor!
73
E. V. Sandy Blaize, W5TVW
Boat Anchors collected, restored, modified, traded and used!
w5tvw@juno.com -or- ebjr@worldnet.att.net
417 Ridgewood Drive, Metairie, LA., 70001
Looking for 860 tetrodes and a Hallicrafters SR-75



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: bgraham@tecnet1.jcte.jcs.mil
Subject: Re: AN/USM-223 Multimeter --- need info on
Message-ID: <199609120759.DAA05315@tecnet1.jcte.jcs.mil>

Dear OM,
(and anyone else who thinks about buying a
AN/USM-223!)

I'm afraid that it LOOKS like a nice little meter
but you will spend more on batteries than you do
for the meter!

We always hated them when I was in the army,
especially since they took away our old but
very reliable TS-352s to give us 223s.


The batteries needed (commercial types)
are:

1 C cell
6(!) Duracell RM1R mercury or PC1A mercury substitute
1 Eveready 523 or NEDA 1306  or Mallory PX-21
   4.5 alkaline
a total of 7 batteries!  The little duralcells
stack up and are a real pain.

The meter has a fuse that is easy to blow out and
if you over fuse it you will likely fry the meter.



Good luck with it.

If you ever see a TS-352 it may be ugly but it
is a GREAT VOM.

73

Bill

N5LMX/DA1WG
bgraham@tecnet1.jcte.jcs.mil


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Lynn Stolz <lstolz@tekelec.com>
Subject: Re: AN/USM-223 Multimeter --- need info on
Message-ID: <323804F8.FF6D5DF@tekelec.com>

bgraham@tecnet1.jcte.jcs.mil wrote:
> 
> I'm afraid that it LOOKS like a nice little meter
> but you will spend more on batteries than you do
> for the meter!
> 

I bought a pair of 523's from a local camera shop for mine back in 
1991 and they are still excellent. (I am always careful to turn 
the meter off after using it too!).  

> The batteries needed (commercial types)
> are:
> 
> 1 C cell
> 6(!) Duracell RM1R mercury or PC1A mercury substitute
> 1 Eveready 523 or NEDA 1306  or Mallory PX-21
>    4.5 alkaline
> a total of 7 batteries!  The little duralcells
> stack up and are a real pain.

Bill, I think you meant to say (2) of the 4.5 volt Alkalines.

I like my 223. Bought it in '91 for just under 40 bucks. But I have
to admit that my trusty old Simpson 260 gets more use.

Thanks for the practical tips Bill, I'll not put 5 amp slo-blos
in my meter!

Lynn Stolz, N8AJ


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: bgraham@tecnet1.jcte.jcs.mil
Subject: Re: AN/USM-223 Multimeter --- need info on
Message-ID: <199609122113.RAA00181@tecnet1.jcte.jcs.mil>

Of course, that was a total of 8 not 7 !

getting old

<g>

Bill


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: bharris@scs.philips.com (Brian Harris)
Subject: Cabinets needed
Message-ID: <23859900@scs.philips.com>

I need cabinets for a 32V3 and a 75A3.

While I would prefer to find pristine cabinets for free or next to nothing,
I'll take anything I can get, including ones with lots of holes, no paint, 
dents, rust, etc.  Thanks for listening.

Brian Harris WA5UEK


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Paul Thekan <Paul.Thekan@pgtp.varian.com>
Subject: Collins 354A Manual
Message-ID: <2.2.16.19960912071103.08cf63a8@eimac.cpii.com>


      Digging through the manual pile last nite I found the Collins manual
for the mechanical filter install kit , the 354A. I can make copies of it.
Would appreciate a couple of bucks to cover postage and copy costs. My
address is:

Paul Thekan
335 Rutherford Ave.
Redwood City , Calif.
94061 - 3514

73
Paul N6FEG


Paul Thekan - Speaking for Himself
Paul.Thekan@pgtp.varian.com



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: "Rick Blank" <rblank@legend.txdirect.net>
Subject: Re: Collins 51S-1
Message-ID: <199609120016.TAA27129@legend.txdirect.net>

> I would like to buy a Collins 51S-1. Every time I've seen one for sale it's
> either grabbed by someone before I could get to it, or it's priced way out
> there in gouger land. I'd like to hear from the group on this....am I
> dreaming? is this a Holy Grail? (like trying to find a 75A-4 ???) or is this
> something I can expect to find at somewhat decent price?
> 

> Speaking of a 75A-4, I noticed you guys that attended the Shelby
> hamfest spotted a 75A-4 for $1000??....I can top that, I just saw one
> on the Radiofinder web page for $2000 !!! You gotta be kidding!!!!
> That's more that my NRD-535D !!!!!
> 73.......Glenn  N2BJG    GFINER@NMS.COM

You never really know what's gonna pop up from time to time, I just
purchsed a 51S-1F without it's rack mount adapter, no case, missing
the Collins winged emblem, but, in remarkably good shape, 
a 75A-4 working with a 3.1kc filter, with a well worn case & kinda
flaky dial decal but nice insides, a dead National HRO-500,  
an HP-606A, don't know if it works or not and has no manual,
but, what the heck! All this for just under $500.....One just must
be patient and build a good relationship with the local hams.  
Besides, many hams here know me to be a collector of weird 
tube type stuff and not just someone out to make a buck...

The S-1 works pretty nicely, but, will have to get it installed in 
the rack with the 51J-4, 75S-3A, the R-390/URR and the 
R-390A/SPC-10 receivers hooked up to the same CU-656 
antenna multicoupler to get a more accurate 
assessment of it's capabilities when everything is equal...

It is MUCH easier to use, though, than the R-390A/SPC-10 combo for 
listening to SSB.   This one has all 3 filters in it...some of the 
51S-1's had LC filters for the AM mode, but, Collins recognized the error 
of their ways and corrected this via production changes and field service 
retrofits...you really can't tell by casual observation whether the 
S-1 has which filter, both the G-133 and the S-1 I have have all the 
later filter types in them....

I would imagine that with the turret type bandswitch assembly that 
aligning all the bands, etc., would be a real pain in the butt, but I 
found that the G-133 only needed DeoxIt treatment to get it up and 
running again...it's fairly well calibrated and none of the band 
crystals are dead, whew!  Doing anything to that assembly looks 
daunting, but, it's probably like anything else, once you've done it 
a few times it's not that big of a deal, huh?

Good luck and keep your eyes and ears open!

73
Rick Blank, KI5SL				rblank@txdirect.net
2223 Blanco Road				KI5SL@K3WGF.STX.USA.NOAM
San Antonio, Texas 78212		        AMSAT NA#26195


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: JOHN_SEHRING.parti@ecunet.org
Subject: COMMUNICATIONS QUARTERLY MAGAZINE
Message-ID:  <9609111815.aa16910@pcusa01.ecunet.org>


Someone mentioned that Communications Quarterly is but a pale shadow of
Ham Radio magazine (which I thought was tip-top in the technical area--I
was very sad to see it go).

Any other opinions on Comm Quarterly?  CQ, which publishes it, isn't
exactly red-hot.  Is it worth the price?  I don't of course expect to see
any BA stuff in it, but theory is theory.

 -John Sehring (09/11/96  3:49 pm MT @Baker, Montana) UCC wb2eqg


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: paul Veltman <veltman@netcom.com>
Subject: Re: COMMUNICATIONS QUARTERLY MAGAZINE
Message-ID: <Pine.3.89.9609111727.A1370-0100000@netcom3>

John and friends,

No, In my opinion, Communications Quarterly is not even a shadow of Ham 
Radio.  It reads more like the IEEE Proceedings than a ham radio magazine, 
and has little, if any articles of practical value if you're not in the 
industry.  As far as I am concerned, there are NO technical magazines in 
this hobby any more.

73

Paul WA6OKQ

On Wed, 11 Sep 1996 JOHN_SEHRING.parti@ecunet.org wrote:

> To: boatanchors@theporch.com
> 
> Someone mentioned that Communications Quarterly is but a pale shadow of
> Ham Radio magazine (which I thought was tip-top in the technical area--I
> was very sad to see it go).
> 
> Any other opinions on Comm Quarterly?  CQ, which publishes it, isn't
> exactly red-hot.  Is it worth the price?  

Worth the price?
HAHAHAHAHAHAHAHAHA!!!!

> I don't of course expect to see any BA stuff in it, but theory is theory.
> 
>  -John Sehring (09/11/96  3:49 pm MT @Baker, Montana) UCC wb2eqg
> 


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Ray L. Mote" <rmote@rain.org>
Subject: Debugging hazardous to BA's?
Message-ID: <Pine.SUN.3.94.960912071824.17097A-100000@coyote.rain.org>

Besides being a real gas, debugging may pose a hazard to our treasured
Boatanchors.  I'm speaking of termites here folks (or beetles, etc.).
Just had the house fumigated, which is why I've been scarce here since
Monday when they tented the place.  They used Sulfuryl Fluoride,
inserted via a quarter-inch line from a gas cylinder -- goes in dry so
it leaves no residue, but *very* cold.  As I looked at the line running
under the garage door dead center, I wondered how the R-389 sitting
just off the deck a couple feet inside in a direct line with the hose
was gonna like THAT one!  The fumigator mentioned that if he'd been
using Methyl Bromide, I'd have been kept out at least a week and there
would have been a good chance of damaging all the electronics gear.
Hmmm....  wonder if our esteemed Chemist would care to take a crack at
this topic?  

73.....Ray Mote, K5FKT  <rmote@rain.org>  Oxnard, CA  ex-W6RIC




From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "Barry L. Ornitz" <u856010@eastman.com>
Subject: Re: Debugging hazardous to BA's?
Message-ID: <Pine.ULT.3.91.960912180016.16494D-100000@dua150.kpt.emn.com>

On Thu, 12 Sep 1996, Ray L. Mote wrote:

> Besides being a real gas, debugging may pose a hazard to our treasured
> Boatanchors.  I'm speaking of termites here folks (or beetles, etc.).

> The fumigator mentioned that if he'd been
> using Methyl Bromide, I'd have been kept out at least a week and there
> would have been a good chance of damaging all the electronics gear.
> Hmmm....  wonder if our esteemed Chemist would care to take a crack at
> this topic?  

I wonder who Ray is talking about?  Not me... I are a enguneer!

Sulfuryl fluoride, (SO2F2), called Vikane in the pesticide indusstry is a
modern fumigant that is replacing methyl bromide in many applications. 
Methyl bromide is one of the ozone depleting chemicals so it is no longer
in favor.  Sulfuryl fluoride boils at -55 C (-67 F) so it is a gas when
applied.  Application time is typically several hours (a few hours to tent
the house, several hours to apply, and more to vent - total is generally
24 hours).  Application of methyl bromide generally requires somewhat
longer as Ray notes. 

Neither compound should do much damage to electronic equipment as long as
the relative humidity is very low.  Methyl bromide with water can slowly
react to form methanol and hydrobromic acid which is pretty corrosive.  I
doubt if enough is formed in normal applications to be any danger.  We use
methyl iodide in several processes here and we go to a great deal of
trouble to protect against its release.  Methyl bromide boils at about 4 C
(38 F) while methyl iodide is a liquid at room temperature (but with a
high vapor pressure). 

Sulfuryl fluoride can also react with water to form nasty acidic compounds
and it will do so faster than methyl bromide.  However, the total
concentration in the house is fairly small and I doubt if your boatanchors
are standing in water (except those in eastern NC after the hurricane). 

Neither of these compounds are anything you want to be around in
concentrated (or even dilute) form.  Thorough venting of the house is
necessary after their use.  Neither of these compounds are listed for
killing mold or fungus but they are very toxic to all animals - including
insects. 

I am not sure how the use of fumigants compares to traditional
insecticides in how they affect electronic equipment.  I suspect the
fumigants have less effect, but they have no residual insecticide effect
either.  I would not want any liquid form of insecticide or the liquid
form of the fumigants to come in contact with my radios.  However, I have
used flea "bombs" in the house and shack with no problems. [We have dogs
and cats, lots!]

For general insecticide use around the house and especially inside the
house, I prefer Sevin because it is a good, broad-spectrum insecticide
with very minimal animal and human toxicity.  I have never known the power
to be particularly corrosive to metal equipment either. 

		73, Barry L. Ornitz  WA4VZQ  ornitz@eastman.com


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Brien Pepperdine <pepperb@gov.on.ca>
Subject: DeOxit or WD-40 it ?
Message-ID: <Pine.OSF.3.93.960912132320.18675B-100000@govonca2.gov.on.ca>


DeOxit, the wonder product ya'll write so glowingly of, is not available
in Canadar here; maybe its too frighteningly powerful for us mild
reluctant deferential Canadians.

Even so, even we have noisey pots and messy tube sockets.
I think there are some contact cleaners / electronic cleaners from General
Chemical (GC) and others, but they tend to be sold in a container the size
of a perfume sampler (I have a wife, they're all hers) and cost something
along of the scale of gold-plated latinum ( I watched Deep Space Nine, for
a while).

So... some wags have told me about WD-40. I know that it is Water
Displacement Formula 40 or some trivia tidbit like that.. is it really a
suitable product for cleaning pots and such?..or are these guys just
quietly waiting for me to mess up my EFJ Invader so I will give up on it
and they can buy it for a song and then clean it up with illegally
smuggled in
DeOxit they stuck in their jockey shorts when attending Dayton, and
thereby get a great radio cheap?

If so, I would forego the latinum priced GC stuff,  and will not risk jail
time
incurred bringing back dangerous un-Canadian-safe DeOxit from Buffalo (I
wonder if next to Premier Liquors exists a Premium Chemicals for us to
stock up at before heading across the border, customs duty claim in
hand?), and try to clean a pot I don't really want to harm and have to
then try to replace. Therefore I ask, WD-40 or Kingston Pen?

Your advice is invited, public or private censure as you wish.


Brien 
Toronto
Canada (if you had not guessed by now)

pepperb@gov.on.ca






From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "Deane D McIntyre"  <dmcintyr@acs.ucalgary.ca>
Subject: Re: DeOxit or WD-40 it ?
Message-ID: <9609121852.ZZ16424@ds1.acs.ucalgary.ca>


In message <Pine.OSF.3.93.960912132320.18675B-100000@govonca2.gov.on.ca>  
writes:
> 
> 
> DeOxit, the wonder product ya'll write so glowingly of, is not available
> in Canadar here; maybe its too frighteningly powerful for us mild
> reluctant deferential Canadians.
> 
> Even so, even we have noisey pots and messy tube sockets.
> I think there are some contact cleaners / electronic cleaners from General
> Chemical (GC) and others, but they tend to be sold in a container the size
> of a perfume sampler (I have a wife, they're all hers) and cost something
> along of the scale of gold-plated latinum ( I watched Deep Space Nine, for
> a while).
> 
> So... some wags have told me about WD-40.

Yes, it would be nice if DeOxit was available here in the Great
White North. WD-40 tends to gum up....could be wrong but I don't think
it was intended to be a contact cleaner. 

Failing a legal source of DeOxit, I use a aerosol product from M.G. Chemicals
called Nu-Trol. Quoting from the can in front of me it says: (French omitted)

M.G. Chemicals NU-TROL Static Free/Ozone Safe  
Contact and Control Cleaner
Cat. No. 401 (450 gram)

On the back of the can:

Manufactured by M.G. Chemicals Ltd.  
Vancouver-Toronto
Product of Canada

Cost is about $12 for a 450 gram can (16 oz) from Active or Simmonds (both
have outlets across Canada).

Seems to work resonably well but from what I have read about
DeOxit the latter seems better....

73, Deane D McIntyre VE6BPO
dmcintyr@acs.ucalgary.ca





From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "michael d. ferraro" <ferraro@ix.netcom.com>
Subject: Re: DeOxit or WD-40 it ?
Message-ID: <199609122159.OAA03641@dfw-ix7.ix.netcom.com>

Brien: I think wd-40 has oil in it for a lubricant....as such I would not
recommend it for cleaning pots etc. Radio Shack has good cleaning aerosols
for what you want. However, I have used Deoxit and I highly recomend it.


73's de K6ZSR "Mike in Montecito"

----------
> From: Brien Pepperdine <pepperb@gov.on.ca>
> To: Multiple recipients of list <boatanchors@theporch.com>
> Subject: DeOxit or WD-40 it ?
> Date: Thursday, September 12, 1996 10:36 AM
> 
> 
> DeOxit, the wonder product ya'll write so glowingly of, is not available
> in Canadar here; maybe its too frighteningly powerful for us mild
> reluctant deferential Canadians.
> 
> Even so, even we have noisey pots and messy tube sockets.
> I think there are some contact cleaners / electronic cleaners from
General
> Chemical (GC) and others, but they tend to be sold in a container the
size
> of a perfume sampler (I have a wife, they're all hers) and cost something
> along of the scale of gold-plated latinum ( I watched Deep Space Nine,
for
> a while).
> 
> So... some wags have told me about WD-40. I know that it is Water
> Displacement Formula 40 or some trivia tidbit like that.. is it really a
> suitable product for cleaning pots and such?..or are these guys just
> quietly waiting for me to mess up my EFJ Invader so I will give up on it
> and they can buy it for a song and then clean it up with illegally
> smuggled in
> DeOxit they stuck in their jockey shorts when attending Dayton, and
> thereby get a great radio cheap?
> 
> If so, I would forego the latinum priced GC stuff,  and will not risk
jail
> time
> incurred bringing back dangerous un-Canadian-safe DeOxit from Buffalo (I
> wonder if next to Premier Liquors exists a Premium Chemicals for us to
> stock up at before heading across the border, customs duty claim in
> hand?), and try to clean a pot I don't really want to harm and have to
> then try to replace. Therefore I ask, WD-40 or Kingston Pen?
> 
> Your advice is invited, public or private censure as you wish.
> 
> 
> Brien 
> Toronto
> Canada (if you had not guessed by now)
> 
> pepperb@gov.on.ca
> 
> 
> 


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: knudsen@gvmail.ih.lucent.com
Subject: Re: DeOxit or WD-40 it ?
Message-ID: <9609122314.AA01490@bock.ih.lucent.com>

I agree that WD-40 is scary, since it contains oils.  Its saving
grace is that eventually it completely evaporates, leaving no lube
at all.  Meanwhile it may have removed some of the dirt that
was causing your problems.  But I don't like the idea and have never (?)
used it on noisy contacts or pots.

"TV Tuner Cleaners" sold by RadShack and elsewhere work but are addictive.
That is, after a month or so they wear off and you ahve to spray some more,
which now wears off in an even shorter interval, so you...see where this
is leading.  FInally you have to clean off the accumulated goo and all the
dust and dirt the stuff attracts.  I found this out the hard way.

DeOxit is THE way to go.  Great stuff.  BTW, I think I first heard of
it from model railroaders, who wiped it on their tracks to insure good
electrical contact with the locomotives.  I ran an HO gauge layout for
a while and wished I'd had the stuff back then.  73, mike k aa9rg


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: wj5j@juno.com (John D Hensley)
Subject: re: dynamo tape removal on front panels
Message-ID: <19960912.004411.4839.2.wj5j@juno.com>

Al,

I once removed tape of that nature from a piece of
equipment by removing the knobs and then warming
the tape with a hot air gun.  As the tape moistened, 
it came right off leaving a little adhesive on the panel
which we then removed by rubbing gently with a 
damp clean cloth.  

I can't guarantee that this will work in your case but
passing it along FWIW>

73,  Doug WJ5J


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: MAB@delphi.com
Subject: EICO High Voltage Probe
Message-ID: <01I9EK295A2A8X9Q63@delphi.com>

On 11-SEP-1996 Rod Pears, VA3RP wrote :

> Hello fellow hollow staters.  I recently obtained an EICO High Voltage
> Probe, I don't have any information on this item at all, an help would
> be appreciated.

Rod, although I'm not familiar with this particular probe, typically these
probes contained a 990 Meg series resistor and were designed to be used
with VTVMs that had a 10 Meg input resistance.  This formed a 100:1 voltage
divider.  Hence, to measure 30 KV full-scale, you would set the VTVM to
the 300 V (or higher) range.  These probes were rated for a max input
voltage of 30 KV to 35 KV and were used primarily for measuring TV high
voltage.  Hope this helps.  Mike

%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%
%                                                                   %
% Michael A. Burke, Synetics Consultants             +===========+  %
% PO Box 439, 11 Scenic Dr, Westminster, MA 01473    | o   _   o |  %
% 508-874-0908  mab@delphi.com                       |   /` `\   |  %
%                                                    |  ( /\/ )  |  %
% Self-confessed test equipment jockey and junkie    |   \,_,/   |  %
% (from all those years spent chained to a service   | o       o |  %
% bench at "Laff-at-it" Radio Electronics).          |   o   o   |  %
%                                                    | o   .   o |  %
%    Formerly, "The Hippie City Radio Doctor"        |           |  %
%               State College, Pennsylvania          | :   :   : |  %
%                                                    +===========+  %
%    Now, just another Urban Computer Cowboy.                       %
%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Rod Pears <orton@sentex.net>
Subject: EICO High Voltage Probe..
Message-ID: <199609120310.XAA29924@granite.sentex.net>

Hello fellow hollow staters..  I recently obtained an EICO High Voltage
Probe, I don't have any information on this item at all, any help would be
be appreciated 
  73  Rod

Rod Pears VA3RP    6062 8th line, Hillsburgh, Ont.  N0B1Z0
Orton Communications  /  Comp-Ro Refrigeration 
E-mail			orton@sentex.net
ARRL     RAC     OTC     WAS     AMI-709     AWA
Looking for SX-28A RF Gain Knob & AR88LF (L48) Inductor



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: mack@mails.imed.com
Subject: Estate Sale
Message-ID: <9608128425.AA842541935@mails.imed.com>

I got the duty of helping to dispose the electronics of ex-WA3IQR.  
Frank is terminal, and he and his wife have already moved back to 
Ohio.

I have only a rough idea of what this stuff is worth, so these are 
starting prices.

Here is a list of the equipment for sale:

Heathkit 10-104 Oscilloscope.  It works.  It needs a little TLC to be 
perfect, but it's all there. Case is in very good condition.  Has 
assembly manual and an additional Heath application book.   $30.00

(Stan: any suggestions on shipping scopes??)

Heath HD1416 Code Practice Oscillator.   $7.50

Knight KG 625 VTVM.  Has a couple of probes.  This is in very good 
condition.     $20.00

Hallicrafters CB-3.  This is an early 5 channel 11 meter rig.  I think 
one of the feet got mangled in getting it to my house.  All I know is 
the right rear plastic foot is broken and I don't remember it being 
that way at Frank's house :<(.  Otherwise it is in good condition.  
The cabinet has a few minor scratches.  This would make a good 10 
meter AM set.  $50.00

Hallicrafters SX 140.  This is in very good condition.  It has a 
couple of minor scratches on the case.  No problems with the front 
panel.  It's interesting that the crystal in the calibrator is 
3.50 Mc.  No manuals but it *does* include the matching speaker!! 
$80.00

Hallicrafters HT 40.  This is also in very good condition. Again it 
has a few minor scratches on the case but none on the panel.  $50.00

Weller 8100. 100W soldering gun.  $7.50  (probably cost that much to 
ship!!)

Heath IT 28 Capacitor tester.  This has the electron eye tube for an 
indicator.  $20.00

Heath IT 12 Signal Tracer.  Again, it has the elctron eye tube for an 
indicator.  $20.00

Heath SP 2731.  Power supply 7.5 V @ 10 A    $15.00 (probably that much to ship)

Heath SP 2721.  Power supply 15V @ 5A        $15.00 (probably that much to ship)

ARRL Handbook 1976  Hardbound library type copy. looks like it just came from 
the publisher! $25.00 

ARRL Handbook 1973 (I think) Hardbound library type copy. looks like it just 
came from the publisher! $25.00

These handbooks are the only things I have ever seen used (I'm not 
even sure if they were ever really used) that I can honestly say 
qualify as mint condition.

All of the prices *do not* include shipping.  I'll be at Belton in 
October for local delivery, otherwise I'll ship.  I can also deliver 
to Austin or Dallas if you are willing to wait for my next round tuit.

I'm using the Ben Hall method of deciding who gets what.  As I said I 
don't know what this stuff is worth in all cases so I will accept 
offers.  I *do* want to get a reasonable amount for Frank's soon to be 
widow.

Ray Mack
WD5IFS
mack@mails.imed.com
Friendswood (Houston), TX



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: DEE ALMQUIST <SOUNDNMIND@rica.net>
Subject: FS BROADCAST TRANS or part out
Message-ID: <19960912162941833.AAA49@har-dialin-16.rica.net>

Hi all

Well this is another of those projects that I dont see myself getting around
to and I have nowhere to store it. It is a Bauer 1KW AM TX presently on
1490kc (someone might object strongly if I operate there!!) but will easily
drive with Heath or Johnson VFO and tune on 160m. All is there and
restorable. Has NEW oil filter caps and modulation XF. The power XF appaers
to have shorted (winding to winding) primary. Uses 4-400s and there is a
used set with tx. The cabinet is ALUMINUM and is over 6 ft high but
relativily light with xform out of cabinet. Can be shuttled in large van or
PU. I'm asking $400 complete or will trade for certain tubes or other gear.
OR if no takers I might part this babby out. ANY INTEREST???

Dee, W4PNT
Patty, KA4EKK & Dee, W4PNT

PATTY AND DEE'S MARINA, COLLECTORS OF RADIO AND AUDIO BOATANCHORS...

We are the TUBE GOFFERS. We will do our best to find what you want!

http://home.rica.net/soundnmind



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Eugene Rippen <soundval@foothill.net>
Subject: FS Complete Station
Message-ID: <32379204.DF9@foothill.net>

For sale:

Heathkit SB101 works. Appearance is 9 on a 10 scale.
Heathkit SP600 speaker with HP23B power supply inside.
Power supply to SB101 cable.
TR 123 microphone.
Manuals for SB101 and HP23B.

Everything works.
Complete, instant station!

$225.00 plus shipping.

Eugene Rippen
105 Donnington
Auburn, CA 95603       Email only please:  soundval@foothill.net


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: DEE ALMQUIST <SOUNDNMIND@rica.net>
Subject: FS MORE HAMMAR SP-600 STUFF
Message-ID: <19960912154008338.AAA196@har-dialin-47.rica.net>

Hi Gang

Have multitude of stuff for the SP-600 for sale. 
Main tuning units (rf front end coils, drive, good dials, or whole units),
IF xform, L52(choke), audio xform, lrg tune knob, 4 small knobs, misc
linkage and more. contact me direct E-mail or phone

'73
Dee, W4PNT 
soundnmind@rica.net  shop:(540) 249-3161  fax:(540) 249-5064 Nr Waynesboro, Va.
Patty, KA4EKK & Dee, W4PNT

PATTY AND DEE'S MARINA, COLLECTORS OF RADIO AND AUDIO BOATANCHORS...

We are the TUBE GOFFERS. We will do our best to find what you want!

http://home.rica.net/soundnmind



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: DEE ALMQUIST <SOUNDNMIND@rica.net>
Subject: FS WRL 300/350 PARTS
Message-ID: <19960912163051373.AAA79@har-dialin-16.rica.net>

Hello again all

I have parted out what was left of a Globe 350 tx. The list of parts follows:

1- HV xform (I powered it up & produces approx. 2300v center tapped) clean.
2- 4.5h chokes @ 200ma, 58 ohm clean.
2- AX9909 tube sockets
1- 6 ufd @ 1000v oil filled cap
1- LV choke
1- LV xform (powered up hv is 800v cenbter tapped) has various fil OPs &
other OP.
1- Lamp holder(unique to Globe) & new lamp.
1- lamp holder & red tx lens.
1- PA grid tune cap & linkage]
   Band switch linkage (chain drive in tact and working)
   Main tank cap (EFJ)
   PA tank coil
All above in good useable condition. There is other details avail too.
The xformers are standard transf used a lot back in the '40 and '50 so they
will fit many applications.

'73
Dee, W4PNT
Patty, KA4EKK & Dee, W4PNT

PATTY AND DEE'S MARINA, COLLECTORS OF RADIO AND AUDIO BOATANCHORS...

We are the TUBE GOFFERS. We will do our best to find what you want!

http://home.rica.net/soundnmind



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Karan Lee Carruth <klccarru@tenet.edu>
Subject: FS: Collins 618M-1
Message-ID: <Pine.OSF.3.91.960912104639.14121B-100000@alpha.tenet.edu>


For sale:

Collins 618M-1 yellow tagged in 1988 with copy of important parts of the 
manual - $90.00 pluss shipping.

Lenox, WA5OVG

klccarru@tenet.edu



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "Robert Fowle  (KC8DBC)" <hammarlund@jacksonmi.com>
Subject: FS: Original unused Halli & Hammarlund manuals
Message-ID: <19960912221124302.AAA77@LOCALNAME>

HALLICRAFTERS  N.O.S. MANUALS


	 HA-4
	 WR-600W
	 S-29
	 S-36
	 S-39
	 SP-44
	 SR-150
	 SR-400	

I CAN MAKE 1 SET OF ABOVE 8 MANUALS  $120 SHIPPED PRIORITY MAIL

	 HA-4
	 S-29
	 S-36
	 S-39
	 SR-150
	 SR-400	
I CAN MAKE 1 SET OF ABOVE 6 MANUALS  $90 SHIPPED PRIORITY MAIL

	 HA-4
	 S-29
	 S-36
	 S-39
	 SR-400
I CAN MAKE 1 SET OF ABOVE 5 MANUALS  $75 SHIPPED PRIORITY MAIL
AND 1 PAIR OF HA-4 & SR-400  FOR $35 SHIPPED PRIORITY MAIL (sold last)
when the above are gone...they're Gone....

ORIGINAL  N.O.S.  HAMMARLUND MANUALS

	HQ-100
	HQ-145-A
	HXL ONE AMP (1.5KW)
	HX 50
	HX-500

        Forsale in sets of 1 each of above:  $75 shipped priority mail.
same here, when they're gone....They Ain't no more.....


If interested, e-mail me....first come, first served....(according to the
time/date on each reply)


=================================================]-[->
Robert Fowle      KC8DBC
The HAMMARLUND Historian
Ph. 517-789-6721
1215 Winifred
Jackson, Mich. 49202-1946
E-mail:  hammarlund@jacksonmi.com
Web Page:  http://www.jacksonmi.com/hammarlund
                 HAMMARLUND LITERATURE WANTED
WANTED: MANUALS FOR ANY MAKE RADIO EQUIPMENT
=================================================]-[->



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: howellh@winthrop.edu
Subject: Heath Update/Needs
Message-ID: <96091206515496@winthrop.edu>


WINTHROP UNIVERSITY                               Electronic Mail Message
                                        Date:     12-Sep-1996 06:39am EDT
                                        From:     Haney Howell
                                                  HOWELLH
                                        Dept:     Mass Communication
                                        Tel No:   323-4534

TO:  Remote Addressee                     ( _smtp%"boatanchors@theporch.com" )


Subject: Heath Update/Needs

The cleaning and tweaking is done, and both the HW and SB 101s I picked up at 
Shelby are on the air.  Low mike audio on the HW was cured by changing to a 
D-104 mike from a Shure 444 (getting a shelf full of those puppies).  It has a 
couple of simple, but useful mods.  Amp keying line to one of the spares, if to 
the other.  Also has a neatly mounted switch to put the radio on MARS freqs, 
cutting in a pair of crystals tucked away under the chassis.  Think I'll just 
leave it in.  First contact with the HW 101 was W1AW then a couple of DX 
stations on 75.  

Got the SB 101 very cheap because it wouldn't transmit on 20.  Cleanest Heath of 
that vintage I own.  Beautiful handiwork... looks like a Collins with the 
bundles perfectly aligned, the wires with perfect 90 degree turns, etc.  As I 
was picking up my purchase, the seller handed me an envelope with a new coil.  I 
tacked the project last night and bingo, plenty of grid drive on 20.  Worked a 
little DX and satisfied myself with the fix.

That leaves the restoration HW 101, which is quickly becoming the parts cow.  
Does anyone have a spare hetrodine oscilator board with the coils?  More 
specifically, the 29.0 coil which is broken.

The really fun part... Folks not believing that a Heathkit sounds so good on the 
air.  Usually only hear those comments about the Collins.  Life is good...

Haney	<howellh@winthrop.edu>	<no2n@infoave.net>	south carolina


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Ben Bradley <bradley@norcross.mcs.slb.com>
Subject: Hello and Prater's Mill
Message-ID: <2.2.32.19960912162255.0033a370@norcross.mcs.slb.com>

   Hi, all. I've been lurking here for a while, and figure I ought to
introduce myself. I don't have a ham license, but I've been meaning to
get one for a long while - I was in the amateur radio club in high
school in the early '70's.
   I was at Prater's Mill and bought a few things, most notably a
Hammarlund HQ-100. It looked fairly nice, the knobs turned easily,
the manual was included. It was priced at $100. I was looking at it and
asking the owner about it, and he said he was 'asking' $100...he eagerly
took my $90 offer. Did I pay too much? :-) Regardless, it does work well,
even with an 8-foot wire for an antenna, and it's fine for my immediate
use for code practice. I WILL get a code license someday...
   
       Ben Bradley, Design Engineer
       Schlumberger Measurement & Systems
       Meter Communication Systems (MCS)
snail: 3155-B Northwoods Parkway
       Norcross, GA 30071-1576 USA
email: bradley@norcross.mcs.slb.com
voice: 770-368-3444 ext. 3191
fax:   770-840-8614



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: HELP! SP-600 - round 3
Message-ID: <Pine.ULT.3.95.960912122930.24350C-100000@admin.aurora.edu>


1) Replacing the black caps cured the frying noise.
2) Be sure and check the cathode bypass (bathtub cap 10uf) across
   the 6V6 cathode resistor. I thought that low freq audio was a 
   little weak and a scope showed quite a bit of signal across this
   cap. I added a 150uf cap across it. Also increased the .005
   audio coupling cap between the 12AX7 plate to 6V6 grid.
   Much better bass response now.
3) Dial slippage cured. Took a hunk of rosin (used for violin bows),
   scraped some off, and pulverised the chunks into powder. Then
   added a drop of water and mixed - apply to tuning idler wheel
   with artist's brush or maybe Q-tip. No more slippage.
4) IF still changes center freq between 3, 8, and 13kc positions.
   Someone mentioned using the sweep alignment method - may do that
   although manual still says to do all alignment at 3kc (except
   for one slug at 1.3). So dunno if sweep method will actually be
   any better.
 5) Checked S-meter tracking - it is great how accurate the dBuv
    scale is. 

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: "TOM CLINTON" <TOM_CLINTON_at_ASO200@mail.hq.faa.gov>
Subject: Hoss Traders
Message-ID: <9608128425.AA842569534@mail.hq.faa.gov>

     Since I travel a lot, I'm usually about a week behind in reading the 
     digest.  I noticed a reference to one of the regular traders in the 
     Ham Trader Yellow Sheets.  Coincidently, just a couple of days ago I 
     was reading the want ads in some old QST's (from the early 1960's) and 
     noticed ads from the same individual.  At least we know he's been in 
     the business for over 35 years!
     
     Incidently, I was happy to note in the same QST's that the used 
     equipment (trade-in) listings for some of the major ham equipment 
     dealers showed prices for Halli - HT-37's to be higher (by around 
     $100) than for Collins 32V-3's.  I'm sure this reflected the shift to 
     SSB (ugh!) but still was a minor thrill to someone who owns and uses 
     two 37's (CW) and will most likely never be able to own a 32V-3!
     
     Tom Clinton,  AD4ML   ...in relentless pursuit of low-efficiency, 
     high-maintenance, grotesquely overweight, communications gear.



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Lrware@aol.com
Subject: HP606's FS: forwarded post
Message-ID: <960912193345_100590187@emout07.mail.aol.com>

This appeared today in sci.electronics.equipment.
Contact him, not me!
I think the guys overpriced, but FWIW:

------------------ forwarded post ---------------------
Subject:	FS: HP 606A HF Signal Generators ($175 - $250.00)
From:	bass@cais.cais.com (Tim Bass )
Date:	12 Sep 1996 20:58:06 GMT

Extra Hewlett-Packard 606A Signal Generators in working
condition, no manual, but money back guarantee if not
happy for any reason.  

Model:		HP 606A
Range:		50 kHz to 65 MHz (six bands)
Accuracy:	1 %
Output:		0,1 microvolt to 3 volts (+23 to -123 dBm)
Modulation:	0 to 95 percent AM
Orig List:	$1,700.00

ValueRocket Sale:	$250.00  	quantity 1
ValueRocket Sale:	$225.00  	quantity 2-5
ValueRocket Sale:	$200.00  	quantity 5-10
ValueRocket Sale:	$175.00  	quantity 10+

Plus S & H.  (while supplies last)

Best Regards,

Tim

--------------------------- end forward ----------------------------------
Contact him, not me PLEASE!
-Larry


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bob Marsh <bmarsh@hicom.net>
Subject: HQ-140-XA Meter Needed
Message-ID: <32380875.78DE@hicom.net>

Hi everyone,

I just got a Hammarlund HQ-140-XA receiver.  At some point, the meter 
had been replaced with another type unit.  I'd like to return it to 
original condition, and I'm looking for the original type meter for it. 
I'd also like to find any advertising literature, pictures, etc on it 
along with an original manual.  This will all go into a "history" file 
for the rig.

The front panel is in pretty good shape, with a few nicks around some of 
the screw holes.  the case has a few nicks & scratches, but is generally 
in pretty good shape.  I'd appreciate any ideas on cleaning and touching 
up the exterior.

It also could use an alignment, but i'm not going to try that until my 
troubleshooting skills are up to speed.

tnx es 73 de Bob/KB2SGM


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: bharris@scs.philips.com (Brian Harris)
Subject: HT-44 revival
Message-ID: <2386a380@scs.philips.com>

Oops!


______________________________ Forward Header __________________________________
Subject: HT-44 revival
Author:  Brian Harris at !PHILIPS/SVL2
From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Roberta J. Barmore" <rbarmore@indy.net>
Subject: I'm back--but a road trip is coming!
Message-ID: <Pine.SUN.3.91.960912093025.18577A-100000@indy2>


Hi!

   Well, I thunk it over, deleted a few hundred saved messages, messed 
quite a bit finagling the listproc commands, and I'm back on the 
BA-list.  Now that I know how, I can drop off again if things get too busy.

   ...Which may be soon; Sunday I leave for a week in beautiful Quincy, 
IL (actually a pretty nice river town), learning all there is to know 
about the HT-70HSP which despite the ID is *not* a Halli transmitter.  (I 
can't even figure out where to plug in the tubes!)  (Just pictured what 
it might've looked like if Halli'ud made it--good thing Chuck Dachis 
can't read minds!  Eeeeeek).
   (Which reminds me--Collins built one (1) TV transmitter, for Philo
Farnsworth in the late 1930s; I think Art decided TV was too much bother
after that!  Either that or he foresightedly realized the awful truth of
TVI & amateur radio....  Come to think of it, Western Electric avoided 
TV, too; h'mm, the two cleverest BC transmitter manufacturers, it gives one 
to wonder. <grin>) 
   Will go into "postpone" mode before I leave; then if I can get a LD 
line from the hotel without a switchboard nightmare, I'll turn the 
list-connection back on.

   Any BA haunts in Quincy, Illinois?  Alas, Harris doesn't have a 
museum; they made some neat gadgets back when they were Gates, and sold 
all they made.  (Probably a good sign, considering--there are fewer 
and fewer outfits making BC gear every year).

   I will be *trying* to take along a ham station, probably the 6L6 job 
or a clone thereof and a receiver--alas, the latter will be solid-state 
for portability.  No promises, hotels can be problematic.  Did get a room 
on the top floor, so an inverted Marconi is possible (if the windows 
open!).  I'm hopeful--the Mississippi valley isn't too bad a place for 
working North America from, they say.

   My thanks to all the list-members who sent notes when I vanished! 
>blush<

   73,
   --Bobbi

   PS: it now looks as if they'll have my shop/office at the transmitter 
site done when I get back from Harris school!  Finished in less than a 
year--will wonders never cease?  <grin>  Moving desks, files, and parts 
back in from the storage trailer's going to be interesting.  And a *huge* 
relief!


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Eugene Rippen <soundval@foothill.net>
Subject: I've been ignored
Message-ID: <323858B8.327F@foothill.net>

I have been ignored before, and I'll be ignored in the future.

My posted request for an HRO 50 resulted in underwhelming response. 
(Zero)

I suppose I could say that I will pay $1000 for one, but I will not be 
saying that any time soon.

What I would like is a very clean, original, working HRO 50.  No coils 
are needed as I have coils.  Any ideas?  Any leads?

Should I quit my whimpering and pitiful pleading and just go away?  You 
know, be patient and I will be blessed with one before I die?

Gene

Eugene Rippen
105 Donnington
Auburn, CA 95603              soundval@foothill.net


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Spencer Petri <spetri@e-tex.com>
Subject: Jewett Tailgair sale.
Message-ID: <m0v1N2q-0002FeC@e-tex.com>

Sorry guys but I waylaid a R-390A before it could make it down there.  The
fellow will be taking a HT-37 though.

73 de Pete  WA5JCI



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Stanley Siegel <SIEGELS@turing.law.nyu.edu>
Subject: KWM2-A sold
Message-ID: <s2381613.001@turing.law.nyu.edu>

The KWM-2A and PM-2 I posted yesterday are sold.  The other items --
mike and test equipment -- are still available.   Thanks,

Stan,   W6TJS



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: k7yha@juno.com (Richard H. Arland)
Subject: Life is Weird
Message-ID: <19960913.010115.4431.2.k7yha@juno.com>

Gang:

After we came back from our 3 week vacation (a tour around the US and
Canada in our new Sabaru Outback) which included a 4 day stop over in
Crestline, CA to attend the Zuni Loop QRP Mountain Expeditionary Force
Field Day, I became very burnt out on low power operating. 

Then along came the BA list. Now I am gung-ho for collecting and USING
boatanchors on the air. Things started out slow. First an SX-130 I'd
gotten the year before at York (PA) hamfest was plugged in and used for
some SW listening. Then a couple of old Heathkit SW receiver happened to
show up. THEN the two HQ-170s found their way into my shack, followed a
week later by an HQ-145 and last week, a HQ-110! A friend in VA has another HQ-145 for me! Everywhere I turn, little gray boxes....HEAVY little
gray boxes. 

BUT this morning, I discovered my true calling. I am a BA magnet.

The previous evening, while rummaging around the bowels of the little AM
station that I engineer for, I discovered a Johnson Viking Courier 500 Watt desktop linear. This morning I called the station and spoke to the
owner, who used to be a ham, and who owned the Courier. 

"You want it, Rich? It's yours. Just haul it outta there quickly, before
I change my mind!", says the owner.

Well, I just returned from the station where we retrieved  the Courier.
The case is scratched on top and sides, but can be blasted, primed and
repainted (God Bless the auto body instructor at the school where I
work). The line cord needs replacing. The front panel is chipped along
the top, but INSIDE is immaculate! Two good 'ole 811As sitting in
ceramic sockets right along side a pair of 866 mercury vapor rectifiers.
What a beautiful piece of equipment. Now I KNOW why I'm hooked on
BAs....this is REAL radio. LIke it was supposed to be. FUN!

73 rich K7YHA

PS: Anybody got a manual and schematic on a Johnson Viking Courier? I'll pays repo and postage. tnx in advance.


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: w5tvw1@juno.com (Elliot "Sandy" V Blaize, Jr.)
Subject: Lost address..
Message-ID: <19960912.135222.9871.5.w5tvw1@juno.com>

I need Dave Hockaday's e-mail address, WB4IUY.
Is Dave or anyone that has Dave's e-mail address out there?
E. V. Sandy Blaize, W5TVW
Boat Anchors collected, restored, modified, traded and used!
w5tvw@juno.com -or- ebjr@worldnet.att.net
417 Ridgewood Drive, Metairie, LA., 70001
Looking for 860 tetrodes and a Hallicrafters SR-75


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Steve Ellington <n4lq@iglou.com>
Subject: more on 32v3 bulbs
Message-ID: <Pine.GSO.3.93.960912192044.23409A-100000@iglou2>

Many of you have recommended either night light or christmas tree bulbs.
Although the sockets may match, the bulbs a far too fat to fit in the
tight space. Markings on the bulb tell only 6w and 110v. The bulb is only
about 3/8 in. in diameter. No, Radio Shack, drug stores and hardware
stores don't have bulbs this skinny.

Concerning the mic connector. Dozens of you have stated the Newark sells
these. Looking carefully at the Newark catalog, there is nothing even
close! Another suggested Radio Shack but to no avail. One fine feller
offered to send me one. I hope that works out! 

Steve Ellington N4LQ@IGLOU.COM  Louisville, Ky 



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Richard Biddle <rbiddle@madvax.mo.ti.com>
Subject: My how things have changed
Message-ID: <32387626.3D76@madvax.mo.ti.com>

Sometimes, folks, things happen which totally amaze me.  Take the 
contrasts between our beloved boat anchors and the newest sand 
castles on the block.  I received some sample devices in the mail 
today.  They are single chip op-amps that we make in what is known 
as a SOT-23 plastic package.  I received them to run through the 
failure analysis lab.

The overall size of the package is 0.06" by 0.11" by 0.04" thick.  
The leads (three one one side/two on the other) stick out 0.02" one 
each side.  I have trouble seeing the things.  Give me these 
giant tubes any day.

-- 
73 de Richard, KB5WLH                  << The Internet - CB Radio >> 
rbiddle@madvax.mo.ti.com               <<     For The Nineties    >>


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: n5off@w5ddl.aara.org
Subject: Need BA Help in St. Louis Area
Message-ID: <462028@w5ddl.aara.org>

Is there a friendly BA type in St Louis that can lend me a hand?

I found a BA to buy there (SP-600) but the OM simply won't ship it.

Looking for someone to pickup the rig and ship to me at my cost, plus some
$$ for the trouble.

Thanks
Tom


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: David Adams <dave@flowserver.stem.com>
Subject: Need Tuning cap
Message-ID: <9609121805.AA19597@flowserver.stem.com>

Greetings folks!  I am in desparate need of a split stator tuning  
cap with a range of 7-30pf stator to stator.  If you have such a  
beast, please lemme know.

73 de dave, n9uxu

Still looking for a Halli S-27
.---
=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=
David J Adams                   N9UXU QRP-L #83
dave@flowserver.stem.com        NorCal QRP #1442
(415) 813-5028                  Flow Cytometry Specialist



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Eugene Rippen <soundval@foothill.net>
Subject: Phasemaster Auction Results
Message-ID: <323787B0.77AD@foothill.net>

Hi gang.

Well my auction experiment is over.

Like I said, I am now telling what the bids were, and like I said I am 
doing so without giving the names of the bidders.  

There were only 5 bids.  In addition there were 2 inquiries (who did not 
bid) wanting more information one of them was early in the bidding, and I 
thought it was reasonable; so I answered and posted the additional 
information to Boatanchors. The other was asking for a lot of additional 
information, and I felt it was too late in the bidding process.

There was a 3rd inquiry that did not bid, that was in the nature of 
saying "tell me what the highest bid is, and I'll beat it". I did not 
reply.

It is a very nice piece of gear, and I feel the winning bidder will be 
proud of it. So, to that extent I believe the auction was successful.  
That there were only 5 bids, may be a reflection on the uniqueness of the 
subject matter.

Like I said before, it would be really great to know the bids in an 
auction for a 75A4 or a NC183D.  That would more indicate how acceptable 
the auction method is.

Anyway the bids were:
	$65
	 75
	 135
         166
         180

Gene.


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com>
Subject: Phasemaster Auction Results Analysis
Message-ID: <199609121409.JAA22064@dlep1.itg.ti.com>

At 10:34 PM 9/11/96 -0500, Eugene Rippen wrote:

>Well my auction experiment is over.
..
>Anyway the bids were:
>	$65
>	 75
>	 135
>         166
>         180



Any worthwhile experiment deserves analysis of the results.  So, as a
participant, in addition to finding it interesting, I offer the following
statistical assessment:

        All Bids        Top 3 bids
mean    $124.20         $160.33
std dev $52.21          $23.02
spread  $115            $45

Considering that the top three bids were close together, they probably
provide a realistic indication of equipment value.  In relative terms, the
second highest bid was only 8% below the winning bid and the third highest
bid was only 25% below the highest bid.

The $64 question remains of course.  Would the seller have gotten more in an
open auction?  (But at these prices, does it really matter?)

FWIW, I found it interesting. (and glad to have been lucky  ;-)


Regards,
Bill Sorsby, N5BU

***************************************************
bill.sorsby@dlep1.itg.ti.com
Views expressed herein are no one's fault but mine.
***************************************************



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com>
Subject: Phasemaster II Manual/Schematic Needed
Message-ID: <199609120555.AAA17364@dlep1.itg.ti.com>


Greetings,

Lucky me!  Anybody got a manual/schematic for the Phasemaster II and
matching Bandhopper VFO or know where I'd be able to find same?  Be glad to
pay reasonable costs and/or trade for other good and valuable commodities.


Regards,
Bill Sorsby, N5BU       bill.sorsby@dlep1.itg.ti.com
Grapevine, TX 76051



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: rhs@pacbell.net
Subject: R-390A Manuals
Message-ID: <323750F1.7BAA@pacbell.net>

Having recently purchased an R-390A receiver with no manual, I looked in 
the BA archives for a good source. It seems many people had success with 
the NTIS.

I looked up their Home page on the web and found among other things that 
they accept orders via E-Mail.

I placed an order for the Depot Maint. Manual, TM 11-5820-358-35, via 
E-mail (got to give them a credit card number) on Sept. 5. Today, the 
11th, I got home and there was a package from the NTIS, marked priority 
mail. It had a beatiful copy of the manual dated 1961 on the front cover 
with the 4 latest changes the last dated 1988 and a inside back cover 
printing date of 1994. THATS 5 DAYS, FANTASTIC!!!!

The cost was $38.00 for the manual and $4.00 handling.


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Thomas L. Dawson" <74745.324@CompuServe.COM>
Subject: re: R-392 intermod
Message-ID: <960912114751_74745.324_HHL48-1@CompuServe.COM>

Gang,
 
 
When I was using a 392 in Arlington, Va, where an FM broadcast station came
out of the VHF discone cable at -10 dBm(!!!) I had plenty of intermod
problems which I solved with a 5th order elliptic lowpass.  If you guys
like, I can pop the box open sometime and sketch out the schematic.  It
might take a couple of weeks to get to it due to business but I'd be happy
to help.  I can upload it to the archives if someone will explain to me how
to do that.
 
Regards,
Tom
WB3AKD




From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Glenn Finerman <GFINER@nms.com>
Subject: re: R-392 intermodulation
Message-ID: <s2382800.053@nms.com>

Thanks Tom and Randy for replies on this thread (392 intermod)
I'm the one that kind of started it back a few weeks ago because I heard
a few rumors like copied below. I live in an area about 25 mile N.W. of
N.Y.C. which the locals refer to as "RF Alley". With three 50kw
AM broadcast installations just down the road, high power FM stations
within line of sight from here (both NY and northern NJ!!)
High power paging, 3 major airports, and the list goes on....
If you think you have the potential for intermod where you live? pay me a
visit sometime!! (and bring ur modified 392 for a stress test!!)


re>When I was using a 392 in Arlington, Va, where an FM broadcast
>station came out of the VHF discone cable at -10 dBm(!!!) I had plenty of
>intermod problems which I solved with a 5th order elliptic lowpass.  If
>you guys like, I can pop the box open sometime and sketch out the
>schematic. 
>From: "Thomas L. Dawson" <74745.324@CompuServe.COM>

re>I have had no end of grief with R-392 intermodulation distortion. I
>finally figured out my specific problem: at my QTH there are two strong
>signals from FM broadcast stations which are about 5 MHz apart. This
>causes lots of grunge to get into the R-392, (snip)
>From: "Randy Zelick" <RANDY@sbii.sb2.pdx.edu>


73...................Glenn   N2BJG   gfiner@nms.com



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: knudsen@gvmail.ih.lucent.com
Subject: re: R-392 intermodulation
Message-ID: <9609121952.AA01031@bock.ih.lucent.com>

I started a discussion aobut a year ago because my SP600-JX
was making a lot of intermod products in the low half of the BC
band, like 700-900 KC.  These were caused by local AM BC powerplants
(my xtal sets get 3 of 'em, 2 at a time).

However, my R392 does not suffer from the BC intermod, even when I leave
the B+ at the filament 25 VDC.

So, either my R392 is not as prone to intermod as some others,
or their RF environment is even rougher than mine,
or an SP600 at their QTHs be wracked with pain on BC.

Coupla BTW items:
Be careful about applying boosted B+ on an R392 if you have the S-S
module replacement for the output tube -- the schematics imply that
the transistors are powered from the filament rather than the plate rail.
OOPS, what I meant is "Don't use 25VAC for the filaments if you have
the SS module."  Boosted B+ is actually safer since the transistors
use filament power.  However, I think *some* of the transitors
get B+ instead.  Anyway, I wnet up to 40VDC on B+ with no ill effects --
but no big improvements in rx performance either.

Picky picky, but according to the RatShack Advanced License Study Guide,
our RXs suffer from "Cross Modulation."  "Intermod" is what happens
in a TX final when RF backs up into it, as at repeater sites.

73, mike k aa9rg


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: provero@connix.com
Subject: Re: R-392 Intermodulation
Message-ID: <199609122303.TAA23140@comet.connix.com>

I do not experience intermod on either of my R-392s or any of the other
BA and sand-state receivers in the shack.

That *may* be because I have a low pass filter between the antenna and
signal distribution system.  None of the HF receivers gets any
appreciable VHF/UHF energy (verified with spectrum analyzer.....)

R-392 users who experience problems may want to at least try a LP
filter.  The radio has many endearing qualities -- including good RF and
audio performance in my experience.

Typed while listening to "intermod alley" on the 31 m SW BC band on a
clean R-392......

P.J. "Josh" Rovero       home:    provero@connix.com
                                 radio:   KK1D



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Walt Novinger <waltn@earthlink.net>
Subject: RE: R388 mech filters
Message-ID: <2.2.32.19960912023719.0069a734@earthlink.net>

Matt,
I'm out of town away from the rx right now, but I'll do my best. The filter
adapter is a small box that is mounted on the left side of the tuning
condenser housing (looking from the front). The box is high enough to
accommodate three 4-prong plug-ins. Mine has no mechanical filters, but it
does have a single phenolic assembly that plugs into one of the "stations;"
it has a few passive components (an L-C filter, I think). I have found that
it only works (well) in the middle position, and then only when the
front-panel filter switche is in the "1" position. I wish I could be more
helpful, but without the manual, I don't really know much more.

Walt

At 01:17 PM 9/11/96 -0700, you wrote:
>Hi Walt,
>	I am in the process of designing a mod to put 3 mechanical filters into my
R388 and saw your post.  Could you please tell me how the filter box was to
be installed?  Was it a plug in or did it require hardwiring?  the reason I
ask is that I am currently debating to mount my mechanical filters in a
separate box with a selector switch and add it following the first IF amp as
in the 51j4.  I would love to know if Collins had a plug in idea or where
they suggested that the mechanical filters be added instead.  Please let me
have your comments if you can as I would appreciate the input.
>
>	Matt WB2VZS
>
>----------
>From: 	Walt Novinger[SMTP:waltn@earthlink.net]
>Sent: 	Wednesday, September 11, 1996 7:44 AM
>To: 	Multiple recipients of list
>Subject: 	Re: R388 mech filters
>
>At 12:34 AM 9/11/96 -0500, you wrote:
>>Can somebody supply me with the instructions that came with the 354A-1 
>>Mechanical Filter Conversion Kit from Collins?  This is the add-on 
>>filter box for the R388/51J3 receiver.  Have receiver and filter unit, 
>>would like to wed the two.
>>Thanks!
>>Richard
>>n6nae@ix.netcom.com
>
>I have the radio with the kit and no instructions...I'd like them, too!
>
>Thanks,
>Walt
>
>====================================================================
>Walt Novinger                    Real Radios Keep You Warm At Night!
>Collector of hollowstate communications receivers and test equipment
>waltn@earthlink.net        wnovinger@shl.com         CI$: 73340,2015
>
>
>
>Attachment Converted: c:\program files\eudora\attach\RE R388 mech filters
>

====================================================================
Walt Novinger                    Real Radios Keep You Warm At Night!
Collector of hollowstate communications receivers and test equipment
waltn@earthlink.net        wnovinger@shl.com         CI$: 73340,2015



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: okasb@rex.mtv.gtegsc.com (Bob Okas)
Subject: Re; Dymo Labels, was "It takes a Woman" -- re: dymo tapes
Message-ID: <9609121930.AA23729@rex.mtv.gtegsc.com>

Al, N5AIT, said:

>     In a way I felt a bit bad about removing these bits of history,
> going back to a time when MARS used both AM and CW...

    I was a bit puzzled about what to do when I acquired my DX-100.
It had the calls of several previous hams affixed to the front panel
in a tasteful blue color. Rather than remove them, I decided to leave
them intact as a sort of a testimony. I even thought of adding mine,
but I don't have a label maker. I later acquired a J-38 that also
bears a previous user's call on a dymo-engraved label. It's still
there too!

    I wouldn't start monogramming all of my gear, but if someone back
in time was proud enough to put his call sign on it, I think it should
be preserved. Anyway, that's just my $0.02.

Bob - N3MBY/6


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: midshires@cix.compulink.co.uk (Andrew Emmerson)
Subject: Re; Removing Dymo tape
Message-ID: <memo.703348@cix.compulink.co.uk>

My method would be to use fingernails and try and peel up one end in 
order to see how firm is it stuck.

If not very much, pull it right back so as to fold the peeled up part 
back parallel with the original and pull slowly but firmly. In this way 
only a small piece of the tape is being 'unglued' at a time and the risk 
of taking off pain is reduced.

If the tape is stuck firmly, try inserting the blade of a really sharp 
craft knife under the tape at one end, lift a small portion and then try 
as above. If you're lucky, the tape will come up leaving only goo behind. 
You can remove the residue easily with paper tissues and cigarette light 
fuel. The latter is a very light, refined grade of petrol and is ideal 
for dissolving unwanted residues (e.g. supermarket sticky labels!) 
without harming paint, lettering, etc.. I use lighter fuel for many 
cleaning jobs, especially when adhesives need to be dissolved.

Andy G8PTH.



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: "Barry L. Ornitz" <u856010@eastman.com>
Subject: RE: Removing Dymo Tape
Message-ID: <Pine.ULT.3.91.960911202422.29249B-100000@dua150.kpt.emn.com>

Al,

The first thing to try is heat to soften the glue.  Remove as much as you 
can.  The limonene based cleaners (Goof-Off) can then be tried as they 
generally are mild on enamel paint.  The problem is that if lacquer was 
the original finish, any chemical strong enough to get the glue will get 
the lacquer too.  Always test any solvent in a not-very noticeable spot 
first.

		73, Barry L. Ornitz  WA4VZQ  ornitz@eastman.com


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: k7yha@juno.com (Richard H. Arland)
Subject: Re: Removing dymo tape
Message-ID: <19960912.013609.4431.2.k7yha@juno.com>


On Wed, 11 Sep 1996 17:49:33 -0500 (CDT) MODSTEPH@acs.eku.edu writes:

>   Problem: how do I get the dymo tape off without removing the paint
too?  Any >suggestions for a solvent that will loosen the tape adhesive
without also undoing >the Viking paint job?
>

Al & Gang:

Try using lighter fluid. Lay the rig on it's back, and dribble the
lighter fluid onto the dymo tape. Keep it from running all over using
paper towels. The idea is to saturate the area of the label and the
lighter fluid will loosen up the gooey poo on the dymo labels. Pick at
the dymo tape with toothpicks (the round kind, as they are sturdier) to
work the lighter fluid in behind the label.  Lighter fluid also  works
for getting all sorts of gooey stuff off of metal or plastic. There is a
commercial "un-gunker" available but I can't remember the name of the
stuff. Try K-Mart or Wal-Mart for availability.

73 rich K7YHA


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: scotgray <scotgray@cwnet.com>
Subject: Re: Removing dymo tape
Message-ID: <323798D9.4D07@cwnet.com>

Richard H. Arland wrote:
> 
> On Wed, 11 Sep 1996 17:49:33 -0500 (CDT) MODSTEPH@acs.eku.edu writes:
> 
> >   Problem: how do I get the dymo tape off without removing the paint
> too?  Any >suggestions for a solvent that will loosen the tape adhesive
> without also undoing >the Viking paint job?
> >
> 
> Al & Gang:
> 
> Try using lighter fluid. Lay the rig on it's back, and dribble the
> lighter fluid onto the dymo tape. Keep it from running all over using
> paper towels. The idea is to saturate the area of the label and the
> lighter fluid will loosen up the gooey poo on the dymo labels. Pick at
> the dymo tape with toothpicks (the round kind, as they are sturdier) to
> work the lighter fluid in behind the label.  Lighter fluid also  works
> for getting all sorts of gooey stuff off of metal or plastic. There is a
> commercial "un-gunker" available but I can't remember the name of the
> stuff. Try K-Mart or Wal-Mart for availability.
> 
> 73 rich K7YHA

Also, go out and by some Dymo tape, cut it up, peel, then press or tack
it to the gooey remains. Lifts it right up. Trick can also be used w/
various other adhesive remains such as clear tape, masking tape. Just
match what your trying to remove with the same.

73
Scott  KD6CQ


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: w5tvw1@juno.com (Elliot "Sandy" V Blaize, Jr.)
Subject: Repro 1929 Design Success!
Message-ID: <19960912.004304.9967.1.w5tvw1@juno.com>

Hello to the old, old BAers!
	Success by golly.  Tonight I made preliminary tests of a 1929
design Hartley Oscillator transmitter using a single '10 tube.  I managed
to get some power into the antenna even...yet.
	This is the design in the old 1929 "Radio Manual", Amateur
Apparatus section.
	Tonight I was using a test power supply that delivers 400 volts
of B+ maximum.  Was able to get the tube to draw about 50 ma. "loaded"  I
have no idea of what the power output is, but my guesstimate is around
4-5 watts at present.  The frequency stability is amazingly good
considering.  It has a slight chirp, but not very bad at all.  It is
touchy to get on frequency, and has a little hand capacity effect.  I
would highly recommend to anyone who tries this to use a vernier dial on
the tuning capacitor!  You will need it!
	This rig will be a treat once I finish with it.  Built mainly to
take part in the "old timer" events that occur every so often!  I don't
yet know how it will react using a "regular" power supply as present
tests being conducted using a Heath IM-17 Regulated supply.
	Stay tuned, I'll keep you guys posted!  Don't be surprised if you
hear it on the nightly BA get-together on 3579.5 at 0200Z.
73,
E. V. Sandy Blaize, W5TVW
Boat Anchors collected, restored, modified, traded and used!
w5tvw@juno.com -or- ebjr@worldnet.att.net
417 Ridgewood Drive, Metairie, LA., 70001
Looking for 860 tetrodes and a Hallicrafters SR-75


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: mack@mails.imed.com
Subject: Screen Regulators
Message-ID: <9608128425.AA842549735@mails.imed.com>

FWIW - there has been a lot of traffic over on the VHF reflector this 
past summer on this topic.  Ian White -- G3SEK -- edits some RSGB 
publications and from what I can tell is an expert on 4CX type 
amplifiers.  His e-mail is G3SEK@ifwtech.demon.co.uk.  Somewhere in 
the UK there is an article that goes into great detail about screen 
grid regulation.

As a design engineer I can see 4 ways to attack this problem:

1)  Use the zener series string approach (note that this takes some 
very powerful zeners) that someone else suggested.  This requires that 
you set the zener string so that they just quit conducting on the 
absolute peak of current source (the resistor drops all the voltage 
then).  The zeners must be selected so that they can sink the no load 
current *plus* the screen grid current sink current.  This is the 
simplest shunt regulator.  The advantage to zeners over VR tubes is 
that the best of them (0D3A and probably pure unobtainium) is rated at 
only 6W (150V @ 40 mA max).  There just isn't enough range for these 
tubes to be used all by themselves.  From Newark 5W zener diodes that 
will sink 100mA @ 51V are only $1.65 ea.

2) This is the pure BA method.  You could copy the power supply from 
the GenRad 1200 series power supply.  This uses a *very* large pentode 
as a control tube.  Actually it is a sweep tube from the B&W TV days.  
It uses a VR tube as the reference and several tubes in a classic 
differential amplifier/driver configuration.  I don't remember if it 
is series or shunt regulation, but it can be made to work easily.  the 
only drawback is that it is big (6" X 6" x 6") and uses tubes which 
may be harder to get in the future.

3) A hybrid.  You could build the diff amp part of #2 out of tubes and 
use a power FET or 2 as a shunt regulator.  The FET's are *very* easy 
to use and can easily handle the power levels needed for this 
application.  You can get FET's that will pass an amp at 500V cheaply!

4) The solid state method: use transistors and IC's for the diff amp 
and the FETS from #3.  The advantage of this is that except for the 
heat sink, it's not especially large.

Ray Mack
WD5IFS
mack@mails.imed.com
Friendswood (Houston), TX



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bob Duckworth <rmd@ka4ybr.netmha.com>
Subject: Re: Screen Regulators
Message-ID: <199609121712.NAA21834@ka4ybr.netmha.com>

A MOSFET is almost a triode :-)

> 4) The solid state method: use transistors and IC's for the diff amp 
> and the FETS from #3.  The advantage of this is that except for the 
> heat sink, it's not especially large.

This is the approach planned for the 6m, 2 x doorknob tetrode,
amp that I've been collecting parts for.
I've got a few spare 2SK557 N-Channel MOS FETs if anyone else
has an amp in the works and wants to try them.

Max 500V and 12A with max peak current of 48A
gfs minimum 6mhos, typical 10mhos (flat to about 600kHz 
dropping to 1 at about 5MHz)
@ 1MHz 2000pf in, 700pf out, 80pf reverse
TO3P package.
Max dissipation 100W



-bob
WB4MNF


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Ray Perrin" <ray@pwgsc.gc.ca>
Subject: Shunt Regulator
Message-ID: <vines.+lw7+dWzBmA@otts24.ncr.pwgsc.gc.ca>

Bob K9EUI is correct to warn of the consequences of negative screen current in 
external anode tetrodes, such as the 4CX250B.  But a simple VR string won't 
sink enough negative current -- you *must* have a shunt resistor or some other 
fairly low Z sink.  I blew up enough 4CX250Bs in a homebrew 2 meter amp before 
I realized what was happening!  Check out Eimac's "Care and Feeding of Power 
Grid Tubes".

Ray Perrin, VE3FN
ray@pwgsc.gc.ca


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: Simple Shunt Regulator
Message-ID: <Pine.ULT.3.95.960911190150.18367C-100000@admin.aurora.edu>

> On Wed, 11 Sep 1996, Terry Dobler wrote:
> 
> > What I am looking for is a circuit for a suitable tube base regulator
> > circuit rather than reinvent the wheel.   I need to be able to either 
> > source or sink about 40 ma at 375V so it will need to be a shunt type 
> > regulator.   Any one have such a circuit in their files?

Are you sure you really need 40ma? Depends on what class you are running.
Years ago I made a 2 meter amp using a single 4CX250B and went thru the
process of using a VR-tube reference driving a 807 as a series pass
stage. Turns out (should have read the tube manual) that the famous
negative resistance effect made the screen circuit soar in voltage
since it was actually supplying rather than requiring screen voltage.
It wiped out the tube. So I added a shunt resistor to ground and all was
well. In this case, the VR tubes would have been entirely sufficient.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Terry Dobler  KJ7F <kj7f@micron.net>
Subject: Re: Simple Shunt Regulator
Message-ID: <2.2.16.19960911194904.28e79752@micron.net>

Gang,

>Are you sure you really need 40ma? Depends on what class you are running.
>Years ago I made a 2 meter amp using a single 4CX250B and went thru the
>process of using a VR-tube reference driving a 807 as a series pass
>stage. Turns out (should have read the tube manual) that the famous
>negative resistance effect made the screen circuit soar in voltage
>since it was actually supplying rather than requiring screen voltage.
>It wiped out the tube. So I added a shunt resistor to ground and all was
>well. In this case, the VR tubes would have been entirely sufficient.

Thanks to all for the numerous replies.   I have the amp running now
using VR tubes to regulate the bias.   I have it set up so that it can
handle negative screen current (the screen puts out rather than draws
current) on the order of +/-15 ma or so.   4CX250 tubes are touchy
to tune up and can indeed be destroyed by to much screen current and
the screen current changes much faster than the plate current.   My
goal (which I should have put in the original post but left out to cut
the length of the post) is to achieve better regulation than is possible
with the VR tubes.   I did find a circuit in the 1962 ARRL Handbook
but it promised very poor regulation.   I guess that brings up the 
question, can I get better regulation with just VR tubes?    I 
wouldn't think so?

Terry

kj7f@micron.net  (Boise, Idaho)  http://netnow.micron.net/~kj7f



From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: JOHN_SEHRING.parti@ecunet.org
Subject: SX-28 SCARCITY
Message-ID:  <9609111815.aa16917@pcusa01.ecunet.org>


Can anybody tell me why Halli SX-28 and SX-28A's are so scarce?  I haven't
seen one in many years.

 -John Sehring (09/11/96  3:48 pm MT @Baker, Montana) UCC wb2eqg


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com>
Subject: Re: SX-28 SCARCITY
Message-ID: <199609120144.UAA28664@dlep1.itg.ti.com>

At 05:57 PM 9/11/96 -0500, you wrote:
>To: boatanchors@theporch.com
>
>Can anybody tell me why Halli SX-28 and SX-28A's are so scarce?  I haven't
>seen one in many years.
>
> -John Sehring (09/11/96  3:48 pm MT @Baker, Montana) UCC wb2eqg


They're not!  At least not around here.  I see 'em all the time.

They're decent receivers when working properly so perhaps people just don't
want to get rid of them the way they do with S-40's, S-38's, S-20R's etc.


Regards,
Bill Sorsby, N5BU       bill.sorsby@dlep1.itg.ti.com
Grapevine, TX 76051



From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Bob Marsh <bmarsh@hicom.net>
Subject: Thanks for The "Elmers" who responded
Message-ID: <32380CE3.7539@hicom.net>

Hi Everyone,

I recently posted a message here looking for an "Elmer" in NJ to help me 
learn troubleshooting and repair of BAs.  Several of you responded, and 
as usual, the BA list pulled through.  I responded privately to all who 
sent me E-mail, but if I missed anyone, it was not intentional.  

I still have a long way to go to understand what I'm doing, but with 
THIS group, it shouldn't be too hard.  Hopefully, I'll be able to pass 
it along to someone else in the future.  

I suppose in this era of digital communications and modular 
construction, working on tube equipment is a bit of an anachronism. 
(make that "dying art").  I enjoy the convenience of solid state 
equipment, but you can't "tinker" with it like you can with tube stuff. 
For me, that's a BIG part of the enjoyment of this hobby.  (in spite of 
the fact that I frequently bang my head against the wall trying to 
figure out what I'm doing!)

Thanks again or the help.

73 de Bob/KB2SGM


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: JOHN_SEHRING.parti@ecunet.org
Subject: TUBE PIN STRAIGHTENERS
Message-ID:  <9609121148.aa23266@pcusa01.ecunet.org>


I've found more than once that putting miniature tubes into a *good* pin
straightener can cure some intermittant problems in equipment.  This is
especially true of tube sockets are worn.

By `good' I mean the metal kind, not plastic.  I have a metal one made by
EBY.

Also, DeOxit sprayed right into the socket sometimes helps a noisy socket.

Does anybody make tube pin straighteners anymore?

 -John Sehring (09/12/96  9:25 am MT @Baker, Montana) UCC wb2eqg


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Jeffrey Herman <jherman@hawaii.edu>
Subject: Tube Sale
Message-ID: <96Sep12.093658hwt.188976@uhunix5.its.Hawaii.Edu>

Please respond directly to the seller, not the poster (me!). KH2PZ
------------------------------------------------------------------
Tube Sale of the Century!
Yes, I'm cleaning out the closet that I have stuffed for 15 years with 
just about every kind of tube imaginable, from 1924-1960.  All are used, 
but _All_ tubes are guaranteed, and have been checked on a top-of-the-line 
Hickock 539B.  Prices are at least 50% below dealer new prices!
The list is available in either ASCII text, Excel 5.0, Lotus 1-2-3, or 
Microsoft Works 3.0 (Please specify which format you want!).  The list 
will come to you as a zipped MIME or BINHEX e-mail attachment (again, 
please specify which), with a text file containing all details.  
Responses to: zafod@ix.netcom.com
Lin/KJ6EF
                                             * * *
          Lin Robertson's                  * /---\ *     "The miracles of
        Vintage Radio Page                * |_____| *     yesterday are
www.geocities.com/Athens/1630/otr.html    *  \___/  *     held in trust
                                          *         *     by the collectors
                                          *    ()   *     of today for the
  mail: zafod@ix.netcom.com               *  o o o  *     generations of
                                         *************    tomorrow."


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: "Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us>
Subject: URM - 25F
Message-ID: <32382889@smtp.stp.tec.mn.us>



Wanted URM-25F sig gen with accessories.  Want a clean one.

Craig, K0AZB

canderso@smtp.stp.tec.mn.us


From boatanchors@theporch.com  Thu Sep 12 12:41:59 1996
From: Lynn Stolz <lstolz@tekelec.com>
Subject: Re: URM - 25F
Message-ID: <323825D9.6201DD56@tekelec.com>

Anderson, Craig - Ext. 1365 wrote:
> 
> Wanted URM-25F sig gen with accessories.  Want a clean one.
> 
> Craig, K0AZB
> 
> canderso@smtp.stp.tec.mn.us

Craig,

I have a nice one I purchased from Fair Radio as a "checked" one back
in 1990.  It has all the accessories and is in 100% working condition,
and is clean.

I currently have a more "modern" B&K signal generator that I use that
is more convient to set up and run.  That's the only reason that I
would be willing to part with the 25F.

It has the typical dents in the outer cabinet and lid that any of the
portable military stuff has.  The only "dumb" thing about it is that
Fair radio painted the outer cabinet and lid with some PURPLE enamel
paint.  The inside is untouched.  

I also have spare tubes for it.  It uses an 0A3, 6AG7, and a bunch of
6AH6's.

Lemme know what you are willing to pay for it and we can go from there.
I'd like to get close to what I have in it.

73,
Lynn Stolz, N8AJ  lstolz@tekelec.com


From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Steve Ellington <n4lq@iglou.com>
Subject: WD-40 YES
Message-ID: <Pine.GSO.3.93.960912192830.23808A-100000@iglou2>

3 years ago, if someone had suggested using wd-40 to clean contacts, I
would have laughed in their face! Recently, Several old-time engineers,
one an ex nasa man highly recommended it. I had to try it to find out. My
first victim was a Heath Apache. The bandswitch was giving me fits so I
blasted it good with WD. The results were amazing! Now it not only made
perfect contact but turned quietly and freely and continued to do so
months after the treatment. 

Since then, I used it on dozens of switches and controls with wonderful
results. Some say that freon based cleaners tend to dry out the material
in the switch making them brittle and leading to total failure while WD
keeps them moist, limber and smooth. 

I've tried WD on switch contacts which carry high voltage with no
resultant arcing. I detected no detuning of RF circuits either. I've
finally tossed out my tuner cleaners. 

After cleaning the switches, use WD-40 to shine your wrinkle finish, put
gleam back on your knobs and make that old bug key swing more friendly.

No....I don't own any WD-40 stock but wish I did. 

Steve Ellington N4LQ@IGLOU.COM  Louisville, Ky 



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: Spencer Petri <spetri@e-tex.com>
Subject: WE 374A
Message-ID: <m0v1H0c-0002HUC@e-tex.com>

Hello gang-sters,

What's a WE 374A.  Someone has to know!

73 de Pete  WA5JCI



From boatanchors@theporch.com  Thu Sep 12 20:55:54 1996
From: RBARON@opus.mco.edu
Subject: WTB SP600
Message-ID: <01I9ECYWGY9U004ERH@opus.mco.edu>

Searching for SP600 in excellent all around condition. It will be very
much appreciated and treated with special care.  Please contact me if you 
know of someone who might have one for sale.

                                Thanks,
                                      Richard KF2V   Toledo, Ohio
                                      419 531 5000
                                      rbaron@opus.mco.edu


From boatanchors@theporch.com  Thu Sep 12 06:51:27 1996
From: Paul Thekan <Paul.Thekan@pgtp.varian.com>
Subject: WTB TCS 5 rcvr
Message-ID: <2.2.16.19960911163355.0cffd6de@eimac.cpii.com>

Hello all

           I picked up a really nice TCS 5 xmtr that is all gray , no black.
I would like to find a equally as nice GRAY TCS 5 rcvr to match it.When I
bought the xmtr I thought I had a  matching gray 5 rcvr at home ,but I was
wrong. 

Thanks for the help

Paul   N6FEG

Paul Thekan - Speaking for Himself
Paul.Thekan@pgtp.varian.com



